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Figure 2(a). CNR (dB) vs Distance from Center of Cell (meters) (1° mainbeam tilt angle)
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Figure 2(b). Transmit Hub Antenna Gain of Sectoral Hom Antenna vs Distance from Cell Center (1° tilt)
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Reflection Ptoperties at 28 and 41 Ghz

Robert Kerczewski
NASA Lewis Research Center
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LMDS - Reflection Properties at 28 and 41 GHz

Analytical studies, supplemented by laboratory measurements, have been performed at
NASA Lewis to determine the variation in reflection properties between the 28 and 41 GHz
frequency bands.

The analytical and experimental results both indicate that the reflection of incident signals
by various building materials varies greatly based upon the type of material, the thickness of
the material, and the angle of incidence, as well as frequency. However, the interaction of
these parameters are such that cumulatively there is no significant difference in reflection
properties between the two frequency bands that would result in 38 measurably superior
performance of an LMDS system at one band compared to the other.

The results of the analysis and measurements are summarized by the following tables and
plots.

CALCULATED RESULTS

Figures 2 through 5 are plots of the calculated reflection coefficients for glass and plywood
of several thicknesses.

Figure 2 plots the reflection coefficient for 0.125 inch thick glass at 28.5 and 41.5 GHz.
Below 45°, the refiection coefficient is higher at 28.5 GHz, while above 45° the reflection
coefficient is higher at 41.5 GHz.

Figure 3 plots the reflection coefficient for 0.625 inch thick plywood at 28.5 and 41.5 GHz.
The reflection coefficient is higher at 28.5 GHz for reflection angles of between 20° and
45°, and above 56°. At all other reflection angles, the reflection coefficient is higher at 41.5
GHz.

The difference between reflection coefficients for the above cases is plotted in Figure 4.

Figure 5 plots the reflection coefficient as a function of frequency for three different
thicknesses of glass and plywood. The plots indicate considerable variability as a function
of frequency, material, and material thickness.

MEASURFD RESULTS

Figure 1 shows the laboratory test setup for a set of reflection measurements performed on
four material: metal {aluminum sheet), concrete brick, wood(composite of 0.5 inch plywood
and 1 inch by 2 inch cross pieces), and mirror (0.125 inch silvered glass)). The reflection
coefficient was measured for incident angies of 10°, 30°, 45°, and 60°.

The test resuits are summarized in Tables | and Il. In table |, the measured reflection
coefficients are given, where the reflection coefficient is calculated for the brick, wood, and
mirror by comparison to the results for metal. The metal, approximating a perfect
conductor, is used as a system calibration. The results are given for frequencies of 28.5
and 39.0 GHz (due to instrumentation |imitatif§rs, results at 41.5 GHz could not be
obtained.)



In table Ii, the difference between the measured results obtained at 28.5 and 39.0 GHz

is listed. A positive number indicates a higher reflection coefficient at 28.5 GHz, while a
negative number indicates a higher refection coefficient at 39.0 GHz. The resuits indicate
the variation in reflection properties between the two frequencies resulting from different
materials and reflection angles. Of the 12 cases presented, the reflection coefficient is
higher at 28.5 GHz in 6 instances. The average for the 12 cases is -0.68 dB, or a slightly
higher average reflection at 39.0 GHz.

Limitations in laboratory instrumentation and available materials for testing, as well as for
time to complete the measurements make a direct comparison between the measured and
calculated results difficuit.

Figures 6 through 14 give a comparison of the uncorrected measured results, plotted as a
function of frequency, with the calculated results. Please note differences in the horizontal
(frequency) scale between the measured and calculated data. Figures 6 - 8 show measured
data for mirror and wood and calculated data for glass and plywood, at an incident angle of
10°. Figures 9 - 11 show measured data for mirror and wood and calculated data for glass
and plywood, at an incident angle of 30°. Figures 12 - 14 show measured data for mirror
and wood and calculated data for glass and plywood, at an incident angle of 60°. Taking
into account the difference in conditions between measured and calculated cases, the plots
in figures 6 - 14 show general agreement between the measured and calculated results in
terms of the variation of reflection coefficient with frequency.

’ - . RE Absotber

8F Absober o a e, eflecting
Surface

O = 10. 20, 43, or 60 degrees

Lt . .‘.o‘ee‘ .
RF Absorber

Transmit hom

Figure 1 - Laboratory Test Configuration
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i

Measured Reflection C

TABLE |

for Several Building Materials

oefficient at 28.5 and 39.0 GHz

REFLECTION REFLECTION REFLECTION REFLECTION
ANGLE COEFFICIENT COEFFICIENT COEFFICIENT
[DB] (DB] [DB)
BRICK WOOD MIRROR
28.5GHz | 39.0GHz | 28.5 GHz | 39.0 GHz | 28.5 GHz | 39.0 GHz
I 10° -11.5 -15.8 -16.5 -11.1 -3.1 -0.6
l 30° -10.3 -7.7 -12.8 -12.2 -0.5 -2.3
I 45° -13.6 -5.2 -15.1 -17.3 -3.2 -2.7
! 60° -4.3 -4.4 -13.1 -14.5 -0.7 -2.8 |
TABLE i
Difference between received reflected power
at 28.5 GHz and 39.0 GHz
INCIDENT REFLECTED REFLECTED REFLECTED
ANGLE POWER POWER POWER
DELTA (dB) DELTA (dB) DELTA (dB)
1 BRICK wWOo0oD MIRROR
10 Degrees 4.3 -5.4 -2.5
30 Degrees -2.6 -0.6 1.8
45 Degrees -8.4 2.2° -0.5
60 Degrees 0.1 1.4 2.1

The delta shown in the chart is derived by subtracting the calibrated received power at 39.0

GHz from the calibrated received power at 28.5 GHz. A positive value indicates a higher

received power at 28.5 GHz; a negative value indicates a higher received power at 39 GHz.
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* Figure 6. Measured reflection for wood at a 10° incident angle,
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Figure 7. Measured reflection for mirror at a 10° incident angle.



1/8" of Soda-borosilicate (Glass) at 10 Degrees
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Figure 9. Measured reflection for wood at a 30° incident angle.
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1/8" of Soda-borosilicate (Gless) at 30 Degrees

- - - TM Polarization

A | | .
1 N\
g-ls.o —— \

ﬂ .
- L]
. L]
- .
- .2500 p R §
- L ]
- .
y .
-30.0
- .
‘ -
<
-
.350 T T3 LA B f N B G 4 T Y ™r v Y B e a4 r LA man

250 270 290 310 330 350 370 390 410 430 45.0
Frequency (GHz)

5/8" of Plywood at 30 Degrees

0.0

A A A 4

5.0 ~—— TE Polarization

- - - TMPolarization

-10.0

/—-

.1500 /
-20.0 1<

2503

Ah A b ) A A A A

‘aflection Coefficient (4B

-300

Sk b
.
-
e

.350 e e B T T L AL B N ¢ v 5 73 . - -t 7 ¥

25.0 270 290 310 330 350 370 390 410 430 450
Frequency (GHz)

Limes 11 Caleulated reflection coefficient for aloce omd voom -

3 . LYl



8¢

ATT
RL

EN 10dB

—20 .0dBm S5dB ./

L
W

MDS
OooD

EO0DEG DELTﬂ
1/189/95

START 26 .50GHZz=

RBW

1. OMHZ

vBw 1. O0OMH=z=z

STOP 40 .00GH=Z

XSWP 100sec

Figure 12. Measured reflection for wood at a 60° incident angle.
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Figure 13. Measured reflection for mirror at a 60° incident angle.
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